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Mixit Dammstoffe GmbH DECLARATION OF PERFORMANCE

Declaration of performance no. 0406

Unique identification code of the product type thermotec® BEPS-WD 70N 0406
Intended uses Thermal insulation for roofs and floors
Manufacturer Mixit Dammstoffe GmbH, Galgenau 19, A-4212 Neumarkt i.M.

+43 7942 778 11-0, office@thermotec.eu, thermotec.eu
System(s) for the assessment and verification of constancy of performance | System 3

European Assessment Document European Assessment Document EAD 040635-00-1201/October 2017
European Technical Assessment ETA-19/0290 10.09.2019
Technical Assessment Body Osterreichisches Institut fiir Bautechnik (OIB)
SchenkenstraBe 4, 1010 Wien
Notified Body(ies) NB 1085

DECLARED PERFORMANCE

Essential characteristics Performance
Reaction to Fire classification according EUROCLASS E
Content, emission and/or release of dangerous substances:
Chromium VI content < 2mg/kg
HBCDD content <0,01 %
Water vapor diffusion p 3
Compressive stress at 10 % strain > 70 kPa o
1)
Long-term thickness reduction (Compressive creep) €C(1,8/1,2/10)10 N
Thickness and compressibility ¢ = dL - dB NPD §
Dimensional stability 2
Dimensional stability under specified temperature and humidity NPD w
Deformation under specified temperature and humidity Max. 5 % _E
Point load NPD b
Alkaline resistance NPD %
Impact sound reduction NPD qg’.
Dynamic stiffness mean value, dynamic stiffness individual values NPD §
EPS Type / max. particle size / dust particles N/PS5/D0 E
Water absorption during short-term immersion < 2 kg/m2 8
Thermal conductivity g
Fractional value of the thermal conductivity A(10,dry,90/90) 0,045 W/mK Kzl
Mass-related moisture conversion coefficient (f.) 0,534 kg/kg 5
Nominal value of the thermal conductivity Aogsso 0,0449 W/mK £
Mass-related moisture conversion coefficient (fu2) 0,158 kg/kg %
Moisture conversion factor Fui (from Aig, ary 0 As 50) 1,0276
Moisture conversion factor Fi (from Azs 500 Azs s0) 1,0156
Bulk density of the dry mixture [LD] 70 kg/m3 +10%
Density of the fresh mortar [FMD] 95 kg/m3 +10%
Bound EPS Density [DMD] 85 kg/m3 +10%
Moisture absorption
Mass-related moisture content at 23 °C / 50 % relative humidity U, 5 0,056 kg/kg
Mass-related moisture content at 23 °C / 80 % relative humidity Uys 5, 0,133 kg/kg

NPD = No Performance Determined

The performance of the above products corresponds to the declared performance. This Declaration of Performance is issued in accordance with
Regulation (EU) No. 305/2011 under the sole responsibility of the manufacturer identified above. Signed for and on behalf of the manufacturer by:

Egon Déberl, Managing Director
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Neumarkt im Miihlkreis, March 5, 2025 (/WA
(Place and date of issue) (Signature)
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