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Essential characteristics Performance
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Waterproofing

 DIN EN 1928 Method B with 400 kPa for 72 hours
 

 DIN EN 1928 Method A with 60 kPa for 24 hours

impermeable to 400 kPa 

impermeable to 60 kPa

Reaction to fire EN 13501-1 E

Dimensions and tolerances

 Length/Width 

 Thickness – Top layer 

 Thickness – Foam

MDV1

Tensile elongation behavior 

 EN 12311-2 Maximum tensile strength 

 EN 12311-2 Elongation at maximum tensile strength

longitudinal ≥ 200 N/50mm | transverse ≥ 160 N/50mm

longitudinal ≥ 60 % | transverse ≥ 60 %

Tear resistance (nail shaft)

 EN 12310-1 3 mm
 

 EN 12310-1 5 mm

 EN 12310-1 8 mm

longitudinal ≥ 100 N | transverse ≥ 100 N 

longitudinal ≥ 110 N | transverse ≥ 110 N 

longitudinal ≥ 130 N | transverse ≥ 130 N

Resistance to static load EN 12730 Method B, load 20 kg impermeable

Resistance to impact load 

 EN 12691 drop height 100 mm 

 EN 12691 drop height 250 mm

impermeable

impermeable

Shear resistance of the seam joints EN 12317-2 ≥ 100 N/50 mm

Water vapour permeability EN 1931 sd value ≥ 100

Verträglichkeit mit Bitumen EN 1847 und EN 1928 impermeable to 60 kPa

Durability of waterproofing against artificial aging EN 1296 and EN 1928 Method A impermeable to 60 kPa

Durability of waterproofing against chemicals (alkali resistance) EN 1296 and EN 1928 Method A impermeable to 60 kPa

Declaration of performance no. 0409

Unique identification code of the product type thermotec® Akustik Systembahn 0409

DoP no. 143-05-01-0013-338.1

Intended uses Plastic waterproofing membrane for waterproofing buildings 

against ground moisture in accordance with EN 13967 Type A

Manufacturer Mixit Dämmstoffe GmbH, Galgenau 19, A-4212 Neumarkt i.M. 

+43 7942 778 11-0, office@thermotec.eu, thermotec.eu

System(s) for the assessment and verification of constancy of performance System 2+

Technical Assessment Body The notified test laboratory no. 0761 has issued the test reports for 

the assigned characteristics.

Notified Body(ies) NB 0761

DECLARED PERFORMANCE

1) MDV: Manufacturer declared value ± tolerance

DECLARATION OF PERFORMANCE

The performance of the above products corresponds to the declared performance. This Declaration of Performance is issued in accordance with 

Regulation (EU) No. 305/2011 under the sole responsibility of the manufacturer identified above. Signed for and on behalf of the manufacturer by:

Egon Döberl, Managing Director

Neumarkt im Mühlkreis, 1. January 2024

(Place and date of issue) (Signature)


