
thermotec® BEPS-WD 70N

Thermal insulation under floating screed as bonded BEPS-WD insulation 
Bound EPS density from 77 to 93 kg/m³
Thermal conductivity Lambda D = 0,045 W/mK
Reaction to fire according DIN EN 13501-1: E
Compressive stress at 10% strain : ≥ 70 kPa
Compressive stress at 2% strain: ≥ 35 kPa
New foamed EPS 100% free of HBCD
Product according to EN 16025-1
AgBB approved 
Accessible after and ready for covering after 48 hours
Type approval for DEO application

Product type according to European technical assessment ETA 19/0290 
e.g.: thermotec® BEPS-WD 70N
Offered product: ....................

thermotec® pre-mixed material 100-liter-bags
Palletised delivery: 14 bags/pallet
.................... bag     .................... UP     .................... position total

BEPS-WD-insulation .................... mm
.................... mm thick installed, compacted and levelled in accordance with EN 16025-2,
billed according to m³ installed quantity.
.................... m3 .................... salary .................... material
.................... Pos. .................... position total

Additional or reduced thickness BEPS-WD-insulation
Surcharge for additional or reduced thickness, billing according to proof by delivery note.
.................... m³ .................... salary .................... material
.................... Pos. .................... position total

Slope in BEPS-WD insulation
Surcharge for the formation of a slope.
.................... m² .................... salary .................... material
.................... Pos. .................... position total

Protection of drywalls or wooden walls
Drywalls, wooden walls or walls made of similarly absorbent materials must be protected
to prevent moisture from penetrating the walls. Invoiced per meter of protected wall.
.................... m .................... salary .................... material
.................... Pos. .................... position total

Protection of finished surfaces
Walls or components whose surfaces are already finished should be protected from soiling with film.
The components to be protected must be specified together with the site management.
.................... m² .................... salary .................... material
.................... Pos. .................... position total
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thermotec® BEPS-WD 90N

Thermal insulation under floating screed as bonded BEPS-WD insulation 
Bound EPS Density from 105 to 125 kg/m³
Thermal conductivity Lambda D = 0,050 W/mK
Reaction to Fire according DIN EN 13501-1: E
Compressive stress at 10% strain: ≥ 100 kPa
Compressive stress at 2% strain: ≥ 50 kPa
New foamed EPS 100% free of HBCD
Product according to EN 16025-1
AgBB approved
Accessible after 24 hours
Ready for covering after 36 hours

Product type according to European technical assessment ETA 19/0289
e.g.: thermotec® BEPS-WD 90N
Offered product: ....................

thermotec® pre-mixed material 100-liter-bags
Palletised delivery: 14 bags/pallet
.................... bag     .................... UP     .................... position total

BEPS-WD-insulation .................... mm
.................... mm thick installed, compacted and levelled in accordance with EN 16025-2,
billed according to m³ installed quantity. 
.................... m3 .................... salary .................... material
.................... Pos. .................... position total

Additional or reduced thickness BEPS-WD-insulation
Surcharge for additional or reduced thickness, billing according to proof by delivery note.
.................... m³ .................... salary .................... material
.................... Pos. .................... position total

Slope in BEPS-WD insulation
Surcharge for the formation of a slope.
.................... m² .................... salary .................... material
.................... Pos. .................... position total

Schutz von Trockenbauwänden oder Holzwänden
Drywalls, wooden walls or walls made of similarly absorbent materials must be protected
to prevent moisture from penetrating the walls. Invoiced per meter of protected wall.
.................... m .................... salary .................... material
.................... Pos. .................... position total

Protection of finished surfaces
Walls or components whose surfaces are already finished should be protected from soiling with film.
The components to be protected must be specified together with the site management.
.................... m² .................... salary .................... material
.................... Pos. .................... position total
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thermotec® BEPS-WD 160N A2

Thermal insulation under floating screed as bonded BEPS-WD insulation  
Bound EPS Density from 162 to 198 kg/m3
Thermal conductivity Lambda D = 0,065 W/mK
Reaction to Fire according DIN EN 13501-1: A2-S1 d0
Compressive stress at 10% strain: ≥ 200 kPa
Compressive stress at 2% strain: ≥ 80 kPa
New foamed EPS 100% free of HBCD
Product according to EN 16025-1
AgBB approved 
Accessible after and ready for covering after 24 hours

Product type according to European technical assessment ETA 23/0187
e.g.: thermotec® BEPS-WD 160N A2
Offered product: ....................

thermotec® pre-mixed material 100-liter-bags
Palletised delivery: 14 bags/pallet
.................... bag     .................... UP     .................... position total

BEPS-WD-insulation .................... mm
.................... mm thick installed, compacted and levelled in accordance with EN 16025-2,
billed according to m³ installed quantity.
.................... m3 .................... salary .................... material
.................... Pos. .................... position total

Additional or reduced thickness BEPS-WD-insulation
Surcharge for additional or reduced thickness, billing according to proof by delivery note.
.................... m³ .................... salary .................... material
.................... Pos. .................... position total

Slope in BEPS-WD insulation
Surcharge for the formation of a slope.
.................... m² .................... salary .................... material
.................... Pos. .................... position total

Protection of drywalls or wooden walls
Drywalls, wooden walls or walls made of similarly absorbent materials must be protected
to prevent moisture from penetrating the walls. Invoiced per meter of protected wall.
.................... m .................... salary .................... material
.................... Pos. .................... position total

Protection of finished surfaces
Walls or components whose surfaces are already finished should be protected from soiling with film.
The components to be protected must be specified together with the site management.
.................... m² .................... salary .................... material
.................... Pos. .................... position total
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thermotec® Akustik-Systembahn
with laminated vapour barrier

Product description
Installation of a system membrane consisting of a 6 mm thick layer of 
impact sound insulation foam and a laminated vapour barrier with adhesive strips. 
The foil must not protrude over the adhesive strip. 
The adhesive strip must be flush with the edge of the foil. 
Processing and cutting to size must be included in the unit price.

Application in accordance with AbZ/ABg Z-23.21-2141
Used for impact sound insulation and reliably keeps the residual moisture
from the bare floor away from the screed.

Tickness 6 mm
SD-value ≥ 100 m
Reaction to Fire E according EN 13501-1

.................... m² .................... UP

.................... position total
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